
Table 9

Former Brule Incinerator Area 2016 Groundwater Analytical Results

Parameter
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Screening Level

USEPA MCL or Tap Water RSL 0.46 0.17 5.5 100 5.5 5.5 0.37

PRWQS1 --- 0.17 --- --- --- --- ---

USEPA Residential GW VI 2200 3.2 --- --- --- --- ---

USEPA Industrial GW VI 9600 14 --- --- --- --- ---

Sample Round

Q1-16 156 <5.3 NA NA 81.1 J 81.1 J 0.97 J

Q2-16 123 0.454 <50 <50 <100 <100 1 J

Q3-16 299 <0.1 <50 <50 55.6 J 55.6 J 1.2 J

Q4-16 105 J <0.1 <50 <50 <100 <100 <5 

Q1-16 15.8 <0.1 NA NA <100 <100 <5 

Q2-16 14.7 <0.11 25.9 J 31.6 J <110 <110 <5.3 

Q3-16 19 <0.1 74 102 73.6 J 74.2 J <5.1 

Q4-16 19.3 <0.11 64.5 104 J <110 <110 <5.3 

Q1-16 55.7 <0.1 NA NA <110 <110 <5 

Q2-16 42.2 <0.11 <50 <50 <110 <110 <5.3 

Q3-16 49.5 <0.1 <50 <50 <100 <100 <5 

Q4-16 27.6 <0.1 <50 <50 <110 <110 <5.1 

Q2-16 1.49 <0.1 30.6 J 37.2 J <110 <110 <5 

Q3-16 0.877 <0.1 <50 <50 37.5 J 37.5 J <5.1 

Q4-16 0.311 <0.11 <50 <50 <110 <110 <5.5 

Notes:
1 April 2016 Puerto Rico Water Quality Standards Regulation for Class SG groundwater

--- USEPA and/or PREQB have not developed a screening level for this compound.

Values which exceed a Drinking Water Quality Standard (USEPA MCL, USEPA Tapwater RSL, PRWQS)

and/or a USEPA Groundwater Concentration for Vapor  Intrusion are shown highlighted yellow.

Sample results with elevated reporting limits, due to sample dilution from the presence of other target

compounds, that are above USEPA and PREQB groundwater action levels are shaded gray.

J - Indicates an estimated value.

NA - Sample was not analyzed for this parameter.
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